CoRe+ MAX™

Cascading Kit
Breaker Locks
Installation Guide

Components

The breaker lock kit included in the cascading kit (part number ACPE000100 from AddEnergie) is designed to be
installed on the associated 100 A breaker circuit (model EA2-0 from Carling Technologies). The breaker lock kit
includes the following components:

ImageNo.  Component (@14Y
1 Breaker lock pivot 2
2 Breaker lock pin 2
3 Breaker lock arm 2

18-8 stainless steel pan head Phillips
4 machine screw, 6-32 thread, 5/8” 8
length (max. torque: 8 LB-IN [0.9 NM])

5 Breaker lock stopper 2

6 Breaker lock upper cover 2




CoRe+ MAX™

Installation

1. Place the breaker lock pin inside the breaker lock arm hole.
2. Place the pin on the breaker lock pivot notch.

3. Fix the breaker lock pivot to the double circuit breaker using the 2 screws provided (max. torque: 8 LB-IN [0.9
NM]), making sure the pin stays between the notch and the breaker.

4. Place the breaker lock stopper against the upper stopper and fix them on the double circuit breaker using the 2
screws provided (max. torque: 8 LB-IN [0.9 NM]).

5. Repeat steps 1-4 for the second breaker lock.
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